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(S ELECTRICAL CHARACTERISTICS (STC)
Module Type: TWMPD-72HDXXX

Maximum Power: Pmax [W] 540 545 550 555 560
Open Circuit Voltage: Voc [V] 4970 4990 5010 50.30 50.50
Short Circuit Current: Isc [A] 1378 1383 13.88 1393 1398
Voltage at Maximum Power: Vmp [V] 4156 4176 4196 4216 4236
Current at Maximum Power: Imp [Al 1300 13.05 1311 1317 13.23
Module Efficiency: n [%] 209 211 213 215 21.7

*STC: Irradiance 1000W/m?’, Cell Temperature 25°C, Air Mass1.5, Measuring Tolerance: +3%

(ZELECTRICAL CHARACTERISTICS (NMOT)

Maximum Power: Pmax [W] 408.6 4124 4162 4200 4238
Open Circuit Voltage: Voc [V] 46.48 4674 4701 4728 4747
Short Circuit Current: Isc [A] 11.04 11.08 1112 1116  11.20
Voltage at Maximum Power: Vmp [V]  38.45 38.67 3890 3912 39.31
Current at Maximum Power: Imp [A] ~ 10.62 10.66 1070 10.74  10.79

* NMOT: Irradiance 800W/n?, Ambient Temperature 20°C, Air Mass1.5, Wind Speed 1m/s

(ZELECTRICAL CHARACTERISTICS (Rear Power Gain)

5% Maximum Power: Pmax[W] 567.0 5723 5775 5828 588.0
Module Efficiency: n [%] 219 22.2 22.4 22.6 22.8

15% Maximum Power: Pmax[W] 621.0 6268 6325 6383 644.0
Module Efficiency: n [%] 24.0 24.3 24.5 24.7 249

95% Maximum Power: Pmax[W] 6750 6813 6875 693.8 700.0
Module Efficiency: n [%] 26.1 26.4 26.6 269 271

‘C TEMPERATURE PARAMETERS

Temperature Coefficient (Pmax) -0.33%/°C
Temperature Coefficient (Voc) -0.27%/°C
Temperature Coefficient (Isc) +0.05%/°C
NMOT 45£2°C

. SMAXIMUM RATINGS

Operational Temperature -40°C~+85°C
Maximum System Voltage 1500V DC
Maximum Series Fuse Rating 30A

Power Output Tolerance 0~+5W
Maximum Bifaciality 70£5%

Email: sales@tongwei.com Website: en.tongwei.com.cn

Add: No.588, Middle Section Tianfu Avenue, High-Tech Zone, Chengdu, China (Sichuan) Pilot Free Trade Zone

(/MECHANICAL PARAMETERS

Cells TPC (P Type Monocrystalline Cell)

Cell Orientation 144[6%24]

Dimension 2278+2x1134£2x30mm

Weight 31.5kg

Front Glass 2.0mm high transmittance, AR semi-tempered glass
Rear Glass 2.0mm semi-tempered glass

Frame Anodized aluminum alloy frame

Junction Box IP68, 3 diodes

Output Cable 4.0mm?

Cable Length +400mm, -200mm, length can be customized

Wind/Snow Load 2400Pa/5400Pa

Packaging 36pcs per pallet, 720pcs per 40'HC
(U WARRANTY
100%

Linear Power Output Warranty

1st year <2%, annual

§_ 5% degradation <0.45%.
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CERTIFICATIONS
Quality Management System and Product Certification
I1SO 9001: 2015/Quality management system
ISO 14001: 2015/Environmental management system
ISO 45001: 2018/Occupation health safety management system
ISO 50001: 2018/Energy management system
IEC 62941: 2019/Quality system for PV module manufacturing
IEC 61215/61730, IEC 62804(PID), IEC 61701(Salt),
IEC 62716 (Ammonia), IEC 60068-2-68(Sand)
Cce€ ‘,K, #' JpEA CEE (csi

CE (Europe)

cac(china)

TOVNORD MCS (UK) KS (Korea)  INMETRO (Brazi) JPEA (Japan) CEC (Australia) sl (taly)

Tel: +86 02860666455

Statement: With technological process and product update, there maybe deviation between the technical parameters of Tongwei's module products and the technical parameters contained in the specification, and
Tongwei Solar has the right to adjust the technical parameters at any time without notifying the customer, the final interpretation of the technical specification is vested in Tongwei Solar. (20240220)



